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แบบคําเสนอขอขายไฟฟาสวนเพ่ิม 

สวนท่ี 1 รายละเอียดของผูย่ืนคําเสนอขอขายไฟฟาสวนเพ่ิม 

ขาพเจา                                                       อายุ          ป สัญชาติ           เชื้อชาติ            

อยูบานเลขท่ี  หมูท่ี             ตรอก/ซอย   ถนน                  

ตําบล                       อําเภอ                      จังหวัด                   

รหัสไปรษณีย    โทรศัพท        

โทรศัพทมือถือ    Email          

 

ขาพเจาเปนผูมีอํานาจกระทําการแทน (กิจการ หรือ บริษัท)        

ท่ีตั้งสํานักงานใหญ                                                                                                 

              

โทรศัพท                              โทรสาร                                       

ท่ีตั้งโรงไฟฟา                                                                                                   

                                                                                                       

โทรศัพท                              โทรสาร                                          

 

ไดมอบอํานาจให ชื่อ (นาย/นาง/นางสาว)     นามสกุล     

เลขท่ีบัตรประชาชน     โทรศัพท      

โทรศัพทมือถือ    Email    เปนผูกระทําการแทนขาพเจา 

สวนท่ี 2  ขอมูลคําเสนอขอขายไฟฟาสวนเพ่ิม 

2.1 ประเภทสัญญาท่ีไดทําไวกับการไฟฟาฝายผลิตแหงประเทศไทย 

     สัญญาซ้ือขายไฟฟาประเภท Firm เลขท่ี         

   เริ่มตนซ้ือขายไฟฟาแลว เม่ือวันท่ี         

   ยังไมเริ่มตนซ้ือขายไฟฟา กําหนดวันเริ่มตนซ้ือขายไฟฟา วันท่ี      

 

     สัญญาซ้ือขายไฟฟาประเภท Non-Firm เลขท่ี        

   เริ่มตนซ้ือขายไฟฟาแลว เม่ือวันท่ี         

   ยังไมเริ่มตนซ้ือขายไฟฟา กําหนดวันเริ่มตนซ้ือขายไฟฟา วันท่ี      

เอกสารแนบทายประกาศ 
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2.2 รายละเอียดของโครงการ มีดังตอไปนี้  

(1) จุดเชื่อมโยงระบบไฟฟา ระดับแรงดัน    กิโลโวลต 

 (1.1) ระบุชื่อสถานีไฟฟาของ กฟภ. หรือ กฟน.        

 (1.2) ระบุชื่อสถานีไฟฟาแรงสูงตนทางหลัก กฟผ.       

 (1.3) ระบุชื่อสถานีไฟฟาแรงสูงตนทางรอง (ถามี) กฟผ.       

(2)  ประเภทเชื้อเพลิง (ใหระบุลักษณะเชื้อเพลิงชีวมวลท่ีใชผลิตไฟฟา เชน แกลบ ชานออย เปนตน)  

ประเภทเช้ือเพลิง กําลังผลิตติดตั้ง 

(ตามสัญญา)  

(เมกะวัตต) 

ปริมาณพลังไฟฟา

ตามสัญญา 

(เมกะวัตต) 

ปริมาณพลังไฟฟา

เสนอขายสวนเพ่ิม 

(เมกะวัตต) 

 ชีวมวล (    )    

 กาซชีวภาพ (   )    

 ขยะ (     )    

 พลังงานแสงอาทิตย (   )    

 พลังงานลม (    )    

 อ่ืนๆ (     )    

  (3) กําหนดวันเริ่มตนท่ีจะจําหนายไฟฟาสวนเพ่ิม วันท่ี        

(4) ประมาณการจํานวนหนวยท่ีผลิตรายเดือน (สวนเพ่ิม) (เมกะวัตต-ชั่วโมง) ตั้งแตวันเริ่มตนจําหนาย

ไฟฟาสวนเพ่ิมจนถึงวันท่ี 31 ธันวาคม 2565  

ประเภทเช้ือเพลิง ประมาณการจํานวนหนวยท่ีผลิตรายเดือน 

(สวนเพ่ิม)  

(เมกะวัตต-ช่ัวโมง) 

 เดือน   เดือน   เดือน   

 ชีวมวล (    )    
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 กาซชีวภาพ (   )    

 ขยะ (     )    

 พลังงานแสงอาทิตย (   )    

 พลังงานลม (    )    

 อ่ืนๆ (     )    

2.3 ขอมูลดานเทคนิค มีดังตอไปนี้  

 รายการ สําหรับเจาหนาท่ี 

ครบถวน ถูกตอง 

 1. แผนภูมิระบบไฟฟา (Single Line Diagram) ณ ปจจุบัน โดยมีวิศวกรรับรอง

แบบตามสาขาและระดับท่ีกําหนดไวในกฎหมายวาดวยวิศวกร  

  

 2. แผนท่ีหรือแผนผังแสดงท่ีตั้งของโรงไฟฟา พรอมท้ังคาพิกัด latitude และ 

longitude ของ Switchyard หนาโรงไฟฟา ในรูปแบบ Google Earth File (*.kmz) 

  

 3. สถานท่ีติดตั้งเครื่องกําเนิดไฟฟาและจุดเชื่อมตอเขากับระบบโครงขายไฟฟาของ

การไฟฟา รวมถึงแผนท่ีการเชื่อมตอเบื้องตนจาก Switchyard หนาโรงไฟฟาถึง

สถานีไฟฟาแรงสูง กฟผ. และระยะทางตามแนวสายไฟฟา 

  

 4. รูปแบบการจัดเรียงบัสท่ี Switchyard หนาโรงไฟฟาเบื้องตน   

 5. รายละเอียดของเครื่องกําเนิดไฟฟา  

    (ตามเอกสารแนบหมายเลข 1)  

  

 6. รายละเอียดขอมูลอุปกรณเชื่อมโยงระบบไฟฟา โดยจัดสงขอมูลของเครื่อง

กําเนิดไฟฟา หมอแปลงเครื่องกําเนิดไฟฟา (Unit Transformer) หมอแปลง

เชื่อมโยง (Tie Transformer) (ถามี) และสายสงเชื่อมโยงเขากับระบบไฟฟา  

    (ตามเอกสารแนบหมายเลข 2) 

  

 7. รายละเอียดมาตรวัดซ้ือขายไฟฟา    

 มีความพรอมในการใชขอมูลรายคาบ 15 นาที (Load Profile) จากมาตรวัดซ้ือ

ขายไฟฟาราย 15 นาที เพ่ือการคํานวณคาไฟฟา 
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 ไมมีความพรอมในการใชขอมูลรายคาบ 15 นาที (Load Profile) จากมาตรวัดซ้ือ

ขายไฟฟาราย 15 นาที เพ่ือการคํานวณคาไฟฟา 

จะสามารถแกไขใหมีความพรอม ในวันท่ี       

  

หมายเหตุ: ผูยื่นคําเสนอขอขายไฟฟาสวนเพ่ิมตองยื่นเอกสารตามรายละเอียดท่ีกําหนดไวในสวนท่ี 2 ใหถูกตอง

ครบถวน และลงนามกํากับโดยผูมีอํานาจพรอมท้ังประทับตรา (ถามี) ในเอกสารทุกหนา 

สวนท่ี 3 เอกสารประกอบการย่ืนคําเสนอขอขายไฟฟาสวนเพ่ิม 

 รายการ สําหรับเจาหนาท่ี 

ครบถวน ถูกตอง 

 1. กรณีท่ีเจาของกิจการหรือผูมีอํานาจทําการแทนนิติบุคคล มายื่นดวยตนเอง   

 (1) สําเนาบัตรประชาชนท่ียังไมหมดอายุของผูมีอํานาจทําการแทนนิติบุคคลท่ี

ระบุในหนังสือรับรองการจดทะเบียนนิติบุคคล (รับรองสําเนาถูกตอง)  

  

 (2) หนังสือรับรองของสํานักงานทะเบียนหุนสวนบริษัท (อายุไมเกิน 3 เดือน 

นับจากวันท่ีออกหนังสือรับรองดังกลาว)  

  

 (3) สําเนาหนังสือรับรองตราประทับของนิติบุคคล (แบบ บอจ.3 หรือ บอจ.4) 

(ถามี) (รับรองสําเนาถูกตอง) 

  

 2. กรณีท่ีเจาของกิจการหรือผูมีอํานาจทําการแทนนิติบุคคล ไมไดมายื่นดวย

ตนเอง 

  

 (1) สําเนาบัตรประชาชนท่ียังไมหมดอายุของผูมีอํานาจทําการแทนนิติบุคคลท่ี

ระบุในหนังสือรับรองการจดทะเบียนนิติบุคคล (รับรองสําเนาถูกตอง)  

  

 (2) หนังสือรับรองของสํานักงานทะเบียนหุนสวนบริษัท (อายุไมเกิน 3 เดือน 

นับจากวันท่ีออกหนังสือรับรองดังกลาว)  

  

 (3) สําเนาหนังสือรับรองตราประทับของนิติบุคคล (แบบ บอจ.3 หรือ บอจ.4) 

(ถามี) (รับรองสําเนาถูกตอง) 

  

 (4) หนังสือมอบอํานาจใหผูมายื่นแบบคําขอเสนอขายไฟฟาแทน (ติดอากร

แสตมป) 

  

 (5) สําเนาบัตรประชาชนของผูไดรับมอบอํานาจท่ียังไมหมดอายุ (รับรองสําเนา

ถูกตอง) 
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 (6) สําเนาหนังสือรับรองของสํานักงานทะเบียนหุนสวนบริษัท (อายุไมเกิน 6 

เดือน กอนวันท่ีมีการทําหนังสือมอบอํานาจ)  

  

หมายเหตุ: ผูยื่นคําเสนอขอขายไฟฟาสวนเพ่ิมตองยื่นเอกสารตามรายละเอียดท่ีกําหนดไวในสวนท่ี 3 ใหถูกตอง

ครบถวน และลงนามกํากับโดยผูมีอํานาจพรอมท้ังประทับตรา (ถามี) ในเอกสารทุกหนา 

สวนท่ี 4 การใหความยินยอมเปดเผยขอมูลสวนบุคคลของผูย่ืนคําเสนอขอขายไฟฟาสวนเพ่ิม 

  ขาพเจาตกลงยินยอมให กฟผ. เก็บรวบรวม ใช หรือเปดเผยขอมูลสวนบุคคลของขาพเจาท่ีไดยื่นตอ กฟผ. 

เพ่ือการยืนยันและตรวจสอบตัวบุคคลกับหนวยงานท่ีเก่ียวของ หรือการดําเนินการใดๆ เพ่ือวัตถุประสงคในการ

พิจารณาคําเสนอขอขายไฟฟาสวนเพ่ิมตามระเบียบและประกาศท่ีเก่ียวของเทานั้น ท้ังนี้ การใหความยินยอม

ดังกลาวเปนไปตามพระราชบัญญัติคุมครองขอมูลสวนบุคคล พ.ศ. 2562 

สวนท่ี 5 การรับรองของผูย่ืนคําเสนอขอขายไฟฟาสวนเพ่ิม 

ขาพเจาขอรับรองวา ขาพเจาไดอานโดยตลอดและเขาใจระเบียบคณะกรรมการกํากับกิจการพลังงาน วา

ดวยการจัดหาไฟฟาระยะสั้นเพ่ือรองรับสถานการณฉุกเฉินดานพลังงาน พ.ศ. 2565 ประกาศคณะกรรมการกํากับ

กิจการพลังงาน เรื่อง ประกาศเชิญชวนการรับซ้ือไฟฟาระยะสั้นเพ่ือรองรับสถานการณฉุกเฉินดานพลังงาน จาก

ผูผลิตไฟฟาท่ีมีสัญญาซ้ือขายไฟฟากับการไฟฟา พ.ศ. 2565 และประกาศ กกพ. เรื่อง ประกาศเชิญชวนการรับซ้ือ

ไฟฟาระยะสั้นเพ่ือรองรับสถานการณฉุกเฉินดานพลังงาน จากผูผลิตไฟฟาท่ีมีสัญญาซ้ือขายไฟฟากับการไฟฟา 

พ.ศ. 2565 (ฉบับท่ี 2) ตลอดจนประกาศ กฟผ. ท่ี 2/2565 เรื่อง การรับซ้ือไฟฟาระยะสั้นเพ่ือรองรับสถานการณ

ฉุกเฉินดานพลังงานจากผูผลิตไฟฟารายเล็ก และประกาศ กฟผ. ท่ี 7/2565เรื่อง การรับซ้ือไฟฟาระยะสั้นเพ่ือ

รองรับสถานการณฉุกเฉินดานพลังงานจากผูผลิตไฟฟารายเล็ก (ฉบับท่ี 2) และขาพเจาขอรับรองวารายละเอียด

ขอมูลในแบบคําเสนอขอขายไฟฟาสวนเพ่ิมและเอกสารหลักฐานท่ียื่นประกอบเปนความจริงทุกประการ  

 

ลงนาม  ____________________________________________________________ 

(...................................................................................................................................) 

วันท่ี  _______________________________ 

 

หมายเหตุ:  ในกรณีท่ีเปนนิติบุคคลใหผูมีอํานาจทําการแทนทุกรายลงนาม และประทับตราของนิติบุคคลนั้น 
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ขอมูลเคร่ืองกําเนิดไฟฟา  

กําหนดวันเริ่มตนขนานเครื่องกําเนิดไฟฟาครั้งแรก (First Sync) :    
กําหนดวันเริ่มตนซ้ือขายไฟฟาเชิงพาณิชย (SCOD)  :   
ประเภทโรงไฟฟา (TH, CC, CHP, GT, HY , etc.) :   
จํานวนเครื่องกําเนิดไฟฟา (เครื่อง) : 
กําลังผลิตติดตั้งรวม (MW) : 
ปริมาณพลังไฟฟาตามสัญญา (MW) :   
ปริมาณพลังไฟฟาสูงสุดท่ีจายเขาระบบสง (MW) :   
ปริมาณพลังไฟฟาต่ําสุดท่ีจายเขาระบบสง (MW) :   
ความตองการพลังไฟฟาสํารองท่ีขอใชจากการไฟฟา (MW) :   
รูปแบบการเชื่อมตอระบบไฟฟา (กฟผ. โดยตรง / อ่ืน ๆ) :   

แผนท่ีและแผนภูมิของโรงไฟฟา (Map and Diagrams) : 
(a) แผนท่ีหรือแผนผังแสดงท่ีตั้งของโรงไฟฟา พรอมท้ังคาพิกัด latitude และ longitude ของ 

Switchyard หนาโรงไฟฟา ในรูปแบบ Google Earth File (*.kmz) 

(b) สถานท่ีติดตั้งเครื่องกําเนิดไฟฟาและจุดเชื่อมตอเขากับระบบโครงขายไฟฟาของการไฟฟา 
รวมถึงแผนท่ีการเชื่อมตอเบื้องตนจาก Switchyard หนาโรงไฟฟาถึงสถานีไฟฟาแรงสูง กฟผ. และ
ระยะทางตามแนวสายไฟฟา 

(c) แผนภูมิของระบบไฟฟา (Single – Line Diagram) ระบบมาตรวัดไฟฟาและระบบปองกัน 
(Metering and Relaying Diagram) ท่ีจะเชื่อมตอกับระบบของการไฟฟา 

(d) รูปแบบการจัดเรียงบัสท่ี Switchyard หนาโรงไฟฟาเบื้องตน  
 
กฟผ. มีสิทธิขอขอมูลเพ่ิมเติมหากมีความจําเปนและผูยื่นคํารองจะตองใหขอมูลดังกลาวทันที โดยผูท่ีขอเชื่อมตอ
จะถูกบังคับใหตองปฏิบัติตาม Connection Agreement และ Grid Code ตามเวลาท่ีกําหนด และตองใหขอมูล
ตามขอกําหนดใน Connection Agreement และ Grid Code  
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ขอมูลสมรรถนะของเครื่องกําเนิดไฟฟา   

สําหรับโรงไฟฟาพลังงานความรอนและพลังงานความรอนรวม  
a) Generator Models and Parameters for Combined Cycle Power Plant 

 
GENROU 

Round Rotor Generator Model (Quadratic Saturation) 
This model is located at system bu  #  IBUS, 

GENROU

PMECH

EFD

VOLT at
Terminal

Bus

SPEED

ISORCE

ETERM

ANGLE

Pm

Efd

VT

Speed

Source Current

Terminal Voltage

Angle  

machine #  I. 

This model uses CONs starting with #  J, 

and STATEs starting with #  K, 

The machine MVA is  for each of  

units =  MBASE 

ZSCORCE for this machine is  + j  on 

the above MBASE 
 

CONs  # Value Description  STATEs  # Description 

J   T’do (>0) (sec)  K  E’q 

J+1   T”do (>0) (sec)  K+1  E’d 

J+2   T’qo (>0) (sec)  K+2  ψkd 

J+3   T”qo (>0) (sec)  K+3  ψkq 

J+4   Inertia, H  K+4  ∆ speed (pu) 

J+5   Speed damping, D  K+5  Angle (radius) 

J+6   Xd     

J+7   Xq     

J+8   X’d     

J+9   X’q     

J+10   X”d =X”q     

J+11   X1     

J+12   S(1.0)     

J+13   S(1.2)     

 
Xd, Xq, X’d, X’q, X”d, X”q, Xl, H, and D are in pu, 
machine MVA base. 
 
X”q must be equal to X”d  
IBUS, ‘GENROU’, I, T’do, T”do, T’qo, T”qo, H, D, Xd, Xq, X’d, X’q, X”d, Xl, S(1.0), S(1.2)/ 

 
 
 
 
 



เอกสารแนบหมายเลข 1 

    

    

IEEEST 
IEEE Stabilizing Model 

This model is located at system bus #  IBUS, 

IEEEST
Input

Based on
ICON(IC)

Value

VOTHSG
Auxiliary

Signal

 

machine #  I. 

This model uses CONs starting with #  J, 

and STATEs starting with #  K, 

and VARs starting with #  L, 

and ICONs starting with #  IC. 

 

 ICONs  # Value Description  STATEs  # Description 
IC   ICS, stabilizer input code:  K  1st filter integration 

1-rotor speed deviation(pu)  K+1  2nd filter integration 

2-bus frequency deviation (pu)  K+2  3rd filter integration 

3-generator electrical power on  K+3  4th filter integration 

   MBASE base(pu)  K+4  T1/T2 lead-lag integrator 

4-generator accelerating power (pu)  K+5  T3/T4 lead-lag integrator 

5-bus voltage(pu)  K+6  Last integer 

6-derivative of pu bus voltage     
IC+1   IB, remote bus number 2,5,6     
        

Note: ICON(IC+1) may be nonzero only when ICON(IC   VARs  # Description 

 is 2, 5, or 6.  L  Memory 

 If ICON(IC+1) is zero, the terminal quantity is 
used. 

 L+1  Derivative of pu bus voltage 

CONs  # Value Description     
J   A1     
J+1   A2     
J+2   A3     
J+3   A4     
J+4   A5     
J+5   A6     
J+6   T1(sec)     
J+7   T2(sec)     
J+8   T3(sec)     
J+9   T4(sec)     
J+10   T5(sec)*     
J+11   T6(>0)(sec)     
J+12   KS     
J+13   LSMAX     
J+14   LSMIN     
J+15   VCU(pu)(if equal zero, ignored)     
J+16   VCL(pu)(if equal zero, ignored)     

*If T5 equals 0., sT5 will equal 1.0. 

BUS, ’IEEEST’, I, ICS, IB, A1, A2, A3, A4, A5, A6, T1, T2, T3, T4, T5, T6, KS , LSMAX, LSMIN, VCU,VCL/ 
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1+A5s+A6s2 1+sT1

1+sT2

1+sT3

1+sT4

sT5

1+sT6
KS

(1+A1s+A2s2)(1+A3s+A4s2)

VS=VSS, if (VCU>VCT>VCL)
VS=0, if (VCT<VCL)
VS=0, if (VCT>VCU)

LSMAX

LSMIN

VSS

Input
Signal

Filter

Output Limiter

VOTHSG
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SCRX 
Bus Fed or Solid Fed Static Exciter 

 
This model is located at system bus #  IBUS, 

SCRX

ECOMP
VOLTHSG

VUEL
VOEL

XADIFD
ETERM

EFD

 

machine #  I. 

This model uses CONs starting with #  J, 

and STATEs starting with #  K, 

    

 
 

CONs  # Value Description  STATEs  # Description 

J   TA/TB  K  First integrator 

J+1   TB(>0)(sec)  K+1  Second integrator 

J+2   K     

J+3   TE(sec)     

J+4   EMIN(pu on EFD base)     

J+5   EMAX(pu on EFD base)     

J+6   CSWITCH     

J+7   rc/rfd     

 
Set CSWITCH = 0 for bus fed. 
Set CSWITCH = 1 for solid fed. 
Set CON(J+7) = 0 for exciter with negative field current 
capability. 
Set CON(J+7) = 0 for exciter without negative field cur- 
rent capability. (Typical CON(J+7)=10.) 
 
IBUS, ‘SCRX’, I, TA/TB, TB, K, TE, EMIN, EMAX, CSWITCH, rc/rfd/ 
 

 

1+TAs- ∑
1+TBs

K
1+TEs

X
Negative

Current Logic

CSWITCH = 1CSWITCH = 0

EMAX

EMIN

Et

EC(pu)

VS

VREF

LadIfd

Ebridge

EFD

1.0

+

+

 
 
VS = VOTHSG + VUEL + VOEL 
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GAST2A 

Gas Turbine Model 
 

This model is located at system bus #  IBUS, 

GAST2A
SPEED PMECH

 

machine #  I. 

This model uses CONs starting with #  J, 

and STATEs starting with #  K, 

and VARs starting with #  L, 

    

CONs  # Value Description  CONs  # Value Description 

J   W-governor gain (1/droop)  J+25   af2 

   (on turbine rating)  J+26   bf2 

J+1   X (sec) governor lead time constant  J+27   cf2 

J+2   Y (sec)(>0) governor lag time   J+28   Rated temperature,TR(F) 

   constant  J+29   Minimum fuel flow, K6(pu) 

J+3   Z – governor mode  J+30   Temperature control, TC(F) 

   1 – Droop      
   0 – ISO      

J+4   ETD (sec)      

J+5   TCD (sec)  STATEs  # Description 

J+6   TRATE turbine rating (MW)  K  Speed governor 

J+7   T (sec)  K+1  Valve positioned 

J+8   MAX (pu) limit (on turbine rating)  K+2  Fuel system 

J+9   MIN (pu) limit (on turbine rating)  K+3  Radiation shield 

J+10   ECR (sec)  K+4  Thermocouple 

J+11   K3  K+5  Temperature control 

J+12   a(>0) valve positioner  K+6  Gas Turbine dynamics 

J+13   b(sec)(>0) valve positioner  K+7  Combustor 

J+14   c valve positioner  K+8  Combustor 

J+15   τf(sec) (>0)  K+9  Turbine/exhaust 

J+16   Kf  K+10  Turbine/exhaust 

J+17   K5  K+11  Fuel controller delay 

J+18   K4  K+12  Fuel controller delay 

J+19   T3(sec) (>0)      

J+20   T4(sec) (>0)  VARs # Description 

J+21   τt(sec) (>0)  L  Governor reference 

J+22   T5(sec) (>0)  L+1  Temperature reference flag 

J+23   af1  L+2  Low value select output 

J+24   bf1  L+3  Output of temperature control 

 
IBUS, ’GAST2A’, I,W, X, Y, Z, ETD, TCD, TRATE, T, MAX, MIN, ECR, K3, a, b, c, τf,  Kf, K5, K4, T3, T4, τt, T5, af1, bf1, af2, bf2, cf2, TR, K6,, TC/ 
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*Temperature control output is set to output of speed governor when temperature control input changes from positive to negative. 
 

หมายเหตุ เพ่ือประโยชนในการศึกษาวิเคราะหระบบไฟฟา ใหผูขอเชื่อมตอ/ผูเชื่อมตอ จัดสงขอมูลเครื่องกําเนิดไฟฟา
ขางตน รวมถึง Generator Controller Model ; Excitation System Model, Power System Stabilizer Model, 
Governor Model ท้ังหมดในรูปแบบของไฟล Power Factory “.pfd” ท่ีสามารถใชงานไดกับโปรแกรม DIgSILENT 
Power Factory ประกอบดวย 
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b) Generator Models and Parameters for Thermal Power Plant 
 

GENROU 
Round Rotor Generator Model (Quadratic Saturation) 

 
This model is located at system bus #  IBUS, 

GENROU

PMECH

EFD

VOLT at
Terminal

Bus

SPEED

ISORCE

ETERM

ANGLE

Pm

Efd

VT

Speed

Source Current

Terminal Voltage

Angle  

machine #  I. 

This model uses CONs starting with #  J, 

and STATEs starting with #  K, 

The machine MVA is  for each of  

units =  MBASE 

ZSCORCE for this machine is  + j  on 

the above MBASE 
 
 

CONs  # Value Description  STATEs  # Description 

J   T’do (>0) (sec)  K  E’q 

J+1   T”do (>0) (sec)  K+1  E’d 

J+2   T’qo (>0) (sec)  K+2  ψkd 

J+3   T”qo (>0) (sec)  K+3  ψkq 

J+4   Inertia, H  K+4  ∆ speed (pu) 

J+5   Speed damping, D  K+5  Angle (radius) 

J+6   Xd     

J+7   Xq     

J+8   X’d     

J+9   X’q     

J+10   X”d =X”q     

J+11   X1     

J+12   S(1.0)     

J+13   S(1.2)     

 
Xd, Xq, X’d, X’q, X”d, X”q, Xl, H, and D are in pu, 
machine MVA base. 
 
X”q must be equal to X”d  
 
IBUS, ‘GENROU’, I, T’do, T”do, T’qo, T”qo, H, D, Xd, Xq, X’d, X’q, X”d, Xl, S(1.0), S(1.2)/ 
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IEEEST 
IEEE Stabilizing Model 

 
 

This model is located at system bus #  IBUS, 

IEEEST
Input

Based on
ICON(IC)

Value

VOTHSG
Auxiliary

Signal

 

machine #  I. 

This model uses CONs starting with #  J, 

and STATEs starting with #  K, 

and VARs starting with #  L, 

and ICONs starting with #  IC. 

 
 

 ICONs  # Value Description  STATEs  # Description 

IC   ICS, stabilizer input code:  K  1st filter integration 

1-rotor speed deviation(pu)  K+1  2nd filter integration 

2-bus frequency deviation (pu)  K+2  3rd filter integration 

3-generator electrical power on  K+3  4th filter integration 

   MBASE base(pu)  K+4  T1/T2 lead-lag integrator 

4-generator accelerating power (pu)  K+5  T3/T4 lead-lag integrator 

5-bus voltage(pu)  K+6  Last integer 

6-derivative of pu bus voltage     

IC+1   IB, remote bus number 2,5,6     

        

Note: ICON(IC+1) may be nonzero only when ICON(IC)  VARs  # Description 

 is 2, 5, or 6.  L  Memory 

 If ICON(IC+1) is zero, the terminal quantity is  L+1  Derivative of pu bus voltage 

 used.     
 

CONs  # Value Description     

J   A1     

J+1   A2     

J+2   A3     

J+3   A4     

J+4   A5     

J+5   A6     

J+6   T1(sec)     

J+7   T2(sec)     

J+8   T3(sec)     

J+9   T4(sec)     

J+10   T5(sec)*     

J+11   T6(>0)(sec)     

J+12   KS     

J+13   LSMAX     

J+14   LSMIN     

J+15   VCU(pu)(if equal zero, ignored)     

J+16   VCL(pu)(if equal zero, ignored)     

*If T5 equals 0., sT5 will equal 1.0. 
BUS, ’IEEEST’, I, ICS, IB, A1, A2, A3, A4, A5, A6, T1, T2, T3, T4, T5, T6, KS , LSMAX, LSMIN, VCU,VCL/ 
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1+A5s+A6s2 1+sT1

1+sT2

1+sT3

1+sT4

sT5

1+sT6
KS

(1+A1s+A2s2)(1+A3s+A4s2)

VS=VSS, if (VCU>VCT>VCL)
VS=0, if (VCT<VCL)
VS=0, if (VCT>VCU)

LSMAX

LSMIN

VSS

Input
Signal

Filter

Output Limiter

VOTHSG
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SCRX 
Bus Fed or Solid Fed Static Exciter 

 
 

This model is located at system bus #  IBUS, 

SCRX

ECOMP
VOLTHSG

VUEL
VOEL

XADIFD
ETERM

EFD

 

machine #  I. 

This model uses CONs starting with #  J, 

and STATEs starting with #  K, 

    
   
     

 

CONs  # Value Description  STATEs  # Description 

J   TA/TB  K  First integrator 

J+1   TB(>0)(sec)  K+1  Second integrator 

J+2   K     

J+3   TE(sec)     

J+4   EMIN(pu on EFD base)     

J+5   EMAX(pu on EFD base)     

J+6   CSWITCH     

J+7   rc/rfd     

 
Set CSWITCH = 0 for bus fed. 
Set CSWITCH = 1 for solid fed. 
Set CON(J+7) = 0 for exciter with negative field current 
capability. 
Set CON(J+7) = 0 for exciter without negative field cur- 
rent capability. (Typical CON(J+7)=10.) 
 
IBUS, ‘SCRX’, I, TA/TB, TB, K, TE, EMIN, EMAX, CSWITCH, rc/rfd/ 
 
 

1+TAs- ∑
1+TBs

K
1+TEs

X
Negative

Current Logic

CSWITCH = 1CSWITCH = 0

EMAX

EMIN

Et

EC(pu)

VS

VREF

LadIfd

Ebridge

EFD

1.0

+

+

 
 
VS = VOTHSG + VUEL + VOEL 
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IEEEG1 
IEEE Type 1 Speed-Governing Model 

 
 

This model is located at system bus #  IBUS,  
 

IEEEG1
SPEEDHP

PMECHHP

PMECHLP

 

machine #  I. 

This model may be located at    

system bus #  JBUS, 

machine #  M, 

This model uses CONs starting with #  J, 

and STATEs starting with #  K, 

and VARs starting with #  L, 

Note: JBUS and JM are set to zero for noncross  

compound.    
 

 

CONs  # Value Description  STATEs  # Description 

J   K  K  First governor integrator 

J+1   T1(sec)  K+1  Governor output 

J+2   T2(sec)  K+2  First turbine integrator 

J+3   T3(>0)(sec)  K+3  Second turbine integrator 

J+4   Uo(pu/sec)  K+4  Third turbine integrator 

J+5   Uc(<0) (pu/sec)  K+5  Fourth turbine integrator 

J+6   PMAX(pu on machine MVA     

   rating)  VARs  # Description 

J+7   PMIN(pu on machine MVA rating)  L  Reference 

J+8   T4(sec)  L+1  Internal memory 

J+9   K1     

J+10   K2     

J+11   T5(sec)     

J+12   K3     

J+13   K4     

J+14   T6(sec)     

J+15   K5     

J+16   K6     

J+17   T7(sec)     

J+18   K7     

J+19   K8     

 
IBUS, ’IEEEGT’, I, JBUS, M, K, T1, T2, T3, Uo, Uc, PMAX, PMIN, T4, K1, K2, T5, K3, K4, T6, K5, K6, T7, K7, K8/ 
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K(1+sT2)
(1+sT1)

1
(1+sT4)

1
(1+sT5)

1
(1+sT6)

1
(1+sT7)

1
T3

1
S

∑

K1 K3 K5 K7

K2 K4 K6 K8

∑ ∑ ∑

∑ ∑ ∑

Po PMAX

PMIN

PM1

PM2

PMECHHP

PMECHLP

SPEEDHP

Uo

Uc

∆ω
+

+ + +
+ + +

+ + +

-

-

 
 

หมายเหตุ เพ่ือประโยชนในการศึกษาวิเคราะหระบบไฟฟา ใหผูขอเชื่อมตอ/ผูเชื่อมตอ จัดสงขอมูลเครื่องกําเนิดไฟฟา
ขางตน รวมถึง Generator Controller Model ; Excitation System Model, Power System Stabilizer Model, 
Governor Model ท้ังหมดในรูปแบบของไฟล Power Factory “.pfd” ท่ีสามารถใชงานไดกับโปรแกรม DIgSILENT 
Power Factory ประกอบดวย 
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สําหรับโรงไฟฟาท่ีใชเครื่องกําเนิดไฟฟาแบบซิงโครนัส 

Generator General Data 
 Value Unit  Value Unit 

Generator Name  - Base MVA (MVA)  MVA 

Generator Number  # Base Voltage (kV)  kV 

Installed capacity  MW Lagging power factor  - 

Continuous operating capacity  MW Leading power factor  - 

Generator capability curve * (Please Attatch Generator capability curve data with this form) 
 

Generator Data for Power System Study 
 Value Unit  Value Unit 

𝑋𝑋𝑑𝑑– Direct Axis Positive Phase 
Sequence Synchronous 
Reactance * 

      pu 𝑋𝑋𝑞𝑞𝑞𝑞′′  – Quadrature Axis  
Sub-Transient Reactance  
(Saturated) § 

 pu 

𝑋𝑋𝑞𝑞– Quadrature Axis Positive 
Phase Sequence Synchronous 
Reactance § 

 pu 𝑋𝑋𝑙𝑙– Amature Leakage  
Reactance § 

 pu 

𝑋𝑋𝑑𝑑′ – Direct Axis Transient 
Reactance (Unsaturated) * 

 pu 𝑇𝑇𝑑𝑑𝑑𝑑′  – Direct Axis Ttransient  
Open Circuit Time Constant § 

 sec 

𝑋𝑋𝑑𝑑𝑞𝑞′  – Direct Axis Transient 
Reactance  (Saturated) * 

 pu 𝑇𝑇𝑑𝑑𝑑𝑑′′  – Direct Axis Subtransient 
Open Circuit Time Constant § 

 sec 

𝑋𝑋𝑞𝑞′  – Quadrature Axis Transient 
Reactance (Unsaturated) § 

 pu 𝑇𝑇𝑞𝑞𝑑𝑑′  – Quadrature Axis Transient 
Open Circuit Time Constant § 

 sec 

𝑋𝑋𝑞𝑞𝑞𝑞′  – Quadrature Axis  
Transient Reactance  
(Saturated) § 

 pu 𝑇𝑇𝑞𝑞𝑑𝑑′′  – Quadrature Axis 
Subtransient Open Circuit Time 
Constant § 

 sec 

𝑋𝑋𝑑𝑑′′– Direct Axis Sub -Transient 
Reactance (Unsaturated) * 

 pu 𝐻𝐻 – Inertia of Complete  
Turbo-Generator * 

 (MW-
Sec/M

VA) 

𝑋𝑋𝑑𝑑𝑞𝑞′′  – Direct Axis Sub-Transient 
Reactance (Saturated) * 

 pu Saturation Factor at 1.0 per unit 
terminal voltage § 

 

 

𝑋𝑋𝑞𝑞′′ – Quadrature Axis  
Sub-Transient Reactance  
(Unsaturated) § 

 pu Saturation Factor at 1.2 per unit 
terminal voltage § 

 

 

 
 
- pu value indicated by Generator MVA base 
- Items marked with “*” must be identified by the applicant. 
- Items marked with “§”must indicate within a given time. If applicant does not specify inform the EGAT is about values. And the 
applicant must accept all the risk. 
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ขอมูลแบบจําลองทางไฟฟา (สําหรับโรงไฟฟาพลังงานแสงอาทิตย โรงไฟฟาพลังงานลม) 
Required Data and Computer Dynamic Model of Power Park Module (PPM) for Power 
System Study  

INTRODUCTION  

Electricity Generating Authority of Thailand (EGAT) now uses the DIgSILENT PowerFactory 
software for a power system simulation. EGAT requires suitable and accurate dynamic models for 
all Generators connected to, or applying for a connection to the transmission system in order to 
assess reliably the impact of the Generator’s proposed installation on the dynamic performance 
and security and stability of the Power System. Modeling requirements for thermal and hydro 
Generators are processed on the identification by the applicant of the relevant library models in 
this simulation program, and the provision of the applicable data parameters in the current 
appropriate application form. Where there are no suitable library models available, specially 
written models are supplied. These are known in this software as “user–written models”. 

Currently, existing library models in this software inadequately represent the dynamic behavior 
of Power Park Module (PPM), an electricity generation unit or collection of electricity generation 
units that are not synchronously connected to the grid or are connected using power electronics 
and also have one single point of connection to a transmission system. EGAT then requires PPM 
greater than 5 MW to provide specially written models and associated data parameters specific 
to the PPM and any associated controls and reactive compensation equipment to be used in the 
applicant’s PPM scheme. 

PPM MODELS 

Requirement to provide dynamic models 

For each PPM the unencrypted dynamic models for the DIgSILENT Power- Factory software 
appropriate for each PPM shall be provided. In addition, all relevant data and parameters must 
be provided for each model. 

These computer models for PPM (based on a mathematical representation of the dynamic 
behaviors of the machines) shall be able to calculate how the output quantities such as Active 
Power, Reactive Power, DC Voltage, etc. vary as the factors such as the Voltage at the Connection 
Point changes or any behaviors of the system. The models must take account of the inherent 
characteristics of the PV panels, machines or batteries and the actions of the control systems of 
PPM. 
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Computer environment 

The models must run on the DIgSILENT PowerFactory software for EGAT network (released 
15.1 or updated). EGAT can from time to time request that the models be updated to be 
compatible with changes in EGAT’s computing environment. The PPM ensures that such updated 
models shall be provided without undue delay. 

 
Model aggregation 

For computational reasons, it is essential that the dynamic models of individual PPM Unit can 
be aggregated into a smaller number of models, each representing a number of PPM unit at the 
same site. A representation of the collector network can be included in the aggregate model of 
the PPM. 

Model documentation 

The unencrypted dynamic model shall be fully documented. The documentation of the 
model must include the following: 

- Description of the equipment that shall be modeled at a level that reveals the aspects of 
the equipment that the model describes and may not describe, 

- Description on how the model reasonably represents the behavior of the equipment over 
the frequency range from DC to 3 Hz including voltage and frequency oscillations. 

- Description of the model in mathematical and logical detail including, as appropriate, items 
such as Laplace transfer functions, block diagrams, and description of physical and logical 
limits, control logic, interlock, supervisory and permissive actions. 

- The relationship of all parameters to the physical and logical characteristics of the 
equipment. The model documentation must be sufficient to permit the implementation of 
the model in the DIgSILENT PowerFactory software. This may require that part of the 
documentation of the model be in the form of 'code snippets', however that complete 
code of a model will possibly be included in its documentation. 

- Description of any behavior not represented by the model. 

EGAT can, when necessary to ensure the proper running of its complete system representation 
or to facilitate its understanding of the results of a dynamic simulation, request additional 
information concerning the model, including the source codes of one or more routines in the 
models. In addition, EGAT can from time to time request that the dynamic model information be 
updated to be compatible with changes in EGAT’s computing environment. The PPM has to 
comply with any such request without delay. Where the PPM or any other party (acting 
reasonably) designates such information as confidential on the basis that it incorporates trade 
secrets, EGAT shall not disclose the information so designated to any third party.  



เอกสารแนบหมายเลข 1 

    

    

VALIDATION OF MODELS 

All models provided to EGAT for use in dynamic simulations must be validated by strong 
evidence that the models effectively reproduce the behavior of the equipment being modeled. 
EGAT must be satisfied that the behavior shown by the model under simulated conditions is 
representative of the behavior of the real equipment under equivalent conditions. With regard 
to validation it is recognized that dynamic modeling falls into two categories: 

(1) Models of equipment that can be described explicitly and tested directly either in 
laboratory conditions or in specially managed operating conditions. Generators, generator 
controls, electrical protection elements, and most transmission system elements are in 
this category. 

(2) Models of aspects of the power system that cannot be described in explicit detail and 
cannot be tested directly. Most aspects of the modeling of load behavior are in this 
category. 

Validation of models in the first category shall include comparisons of simulations made with 
the model with test results or responses produced by other authoritative sources (such as results 
from manufacturer's detailed physical design simulations or factory acceptance tests, on-line 
recorder response of the equipment to system disturbances and/or performance guarantee 
documents.) 

Where possible validation of models in the second category shall include comparisons of 
simula-tions made with the model to records of events that have occurred on the transmission 
system. Where comparison with actual grid behavior is not practical, the characteristics of models 
in this category shall be demonstrated by simulations of small scale operational situations and 
disturbances chosen so that the proposed model is the predominant factor in the response. 
Validation must cover the behavior of the model in the broad range of operational situations that 
the equipment is expected to encounter. It must also cover steady state behavior of the 
equipment over its full operational range, and dynamic behavior in response to dynamic events 
such as: 

 - Sudden step changes of voltage and frequency at pertinent the Connection Point with 
the grid  

 - Undervoltage fast transients typical to fault clearing and delay fault clearing times 

 - Step changes of control references and set-points  

 - Ramps of voltage, frequency, references and set-points 

 - Oscillatory behavior in the frequency range from 0.1 to 3 Hz 

Changes of voltage and frequency considered in validation shall cover the range of amplitude 
that will be produced by transmission disturbances from faults to persistent small oscillations. 

The conditions validated should as far as possible be similar to those of interest, e.g. low short 
circuit level at Connection Point, close up severe faults, nearby moderate faults, remote faults, 



เอกสารแนบหมายเลข 1 

    

    

Voltage excursions, Frequency excursions, and highly intermittent variations of external 
environment factor. 

For the purposes of model validation the PPM shall ensure that appropriate tests are 
performed and measurements taken to assess the validity of the DIgSILENT Power Factory model. 
Where the validity of the model has not been confirmed prior to the commissioning of the PPM, 
appropriate tests shall be carried out and measurements taken at the PPM to assess the validity 
of the DIgSILENT PowerFactory model. The tests and measurements required shall be agreed 
with EGAT. 

The PPM shall provide EGAT with all available information showing how the predicted behavior 
of the DIgSILENT PowerFactory model to be verified compares with the actual observed behavior 
of a prototype or production PPM unit under laboratory conditions and/or actual observed 
behavior of the real PPM unit as installed and connected to a transmission or distribution network. 

If the on-site measurements or other information provided indicate that the DIgSILENT Power 
Factory model is not valid in one or more respects, the PPM shall provide the revised 
unencrypted model whose behavior corresponds to the observed on-site behavior as soon as 
reasonably practicable. 
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a) โรงไฟฟาพลังงานแสงอาทิตย PV power generator 

PV FARM DATA 

In order to create a valid dynamic model of each PV Power Station, the following data shall 
be provided: 
A. Generator data 
 - Photovoltaic (PV) Type:   
  - PV Manufacturer and Model:   
  - In one module, number of PV cells in series in each parallel branch:  
  number of parallel branches of PV cells in series:   
  - In one array,  number of PV modules in series in each parallel branch:   
     number of parallel branches of PV modules in series:   
  - Number of PV arrays linked in each PV power generator:   
  - Number of PV power generators linked in each step-up or pad-mounted transformer:   
  - Number of step-up or pad-mounted transformers:   
  - Number of collector system Substation transformers:   

B. Internal Network Structure Information 
  Describe how the PV power station’s internal network structure should be laid out by 
means of the single-line diagram of the internal network with line impedances. (The description 
should include a breakdown of how the individual PV power generator is linked together as well 
as how they are connected back to their switchyard.) Specify different types of overhead line or 
underground cable and the individual length of each section of the circuit. 

 Type 1 Type 2 Type 3  
Total length (km)    

Extending Table 
as appropriate 

Conductor cross section area per core 
(sq.mm.) 

      

Conductor type (Al, Cu, etc)       
Number of conductors per circuit       
Number of circuits       
Charging capacitance (micro F/km)       
Positive sequence resistance (Ri : Ohm/km)       
Positive sequence reactance (Xi : Ohm/km)       

C. Data of each Step-up or Pad-Mounted Transformer 
Note: These are typically two-winding air-cooled transformers. 
 - Transformer Rating:   MVA 
 - Base  Voltage for each winding (Low/High):   /   kV 
 - Winding Connections: (Low/High):   /   kV 
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 - Available taps:   (indicated fixed or OLTC). Operating tap   
 - Positive sequence impedance (Z1)   % ; X/R ratio (on rating MVA base)   
 - Zero sequence impedance (Z0)   % ; X/R ratio (on rating MVA base)   
D. Collector System Substation Transformer Data 
  - Transformer MVA Rating (ONAN/FA/FA):   /  /  
  - Base Voltage for each winding (Low/High/Tertiary):   /   /  
  - Winding Connections:   /  /  (Vector Group   ) 
 - Available taps:   (indicated fixed or OLTC). Operating tap   
 - Positive sequence impedance (Z1)   % ; X/R ratio (on rating MVA base)   
 - Zero sequence impedance (Z0)   % ; X/R ratio (on rating MVA base)   

E. Dynamic Model and Parameter Data of the PV Power Generating System 
 Dynamic model and parameter data required for transient stability analysis (computer software 
based on a mathematical representation of the dynamic behaviors) are specific to each PV power 
generator make and model, and shall be certified by the corresponding manufacturers. In 
addition, it is essential for computational reasons that the dynamic model of an individual PV 
generator can be aggregated into a smaller number of models, each representing a number of 
PV generators at the same site. Moreover, a representation of the collector network may be 
included in the aggregate models of the PV power generating system. The dynamic models must 
represent the features and phenomena likely to be relevant to frequency variation and voltage 
stability. These features should include but may not be limited to: 

• PV Array Characteristics Model: 
o Including all inherent I-V and P-V Characteristics Charts of PV Array 

• PV Power generator Model: 
o Power generator and its Controller Models 

 Including all inherent characteristics and capabilities of the power 
generator and the actions of the control system of its. 

  These dynamic models should appropriately be implemented in the simulation program used 
by EGAT, the DIgSILENT PowerFactory software 

 

Features to be represented in the dynamic models 

The unencrypted dynamic model must represent the features and phenomena likely to be 
relevant to Angular and Voltage stability. These features include but may not be limited to: 

a) The Photovoltaic model of the PV panel; 
b) The DC Busbar and Capacitor Model; 
c)  PQ controller model; 
d)  Active Power Reduction model; 
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b) Wind Farm Power Stations 

WIND FARM DATA 

In order to create a valid dynamic model of each Wind Farm Power Station, the following data 
shall be provided: 

Wind Turbines and Generators 

- State whether the type of generators are Synchronous, Permanent Magnetic Synchronous, 
or Induction: 

- State whether Turbines are Fixed Speed or Variable Speed: 

- Provide manufacturer details on electrical characteristics and operating performance with 
particular reference to Flicker and Harmonic performance. 

- Provide details of the anticipated operating regime of generation, i.e. continuous, seasonal etc. 

- List the anticipated maximum export level in MW for each calendar month, and indicate 
how generation would vary over a typical 24 hour period during the month of maximum 
export. 

- Give details of expected rapid or frequent variations in output, including magnitude, 
maximum rate of change expected, frequency and duration. 

- For Generators, please state: 
How the generator is run up to synchronous speed 

Magnitude of inrush / starting current  Amps 

Duration of inrush / starting current  ms 

Starting / paralleling frequency  Hz 

Power factor on starting   

Reactive power demand at zero output (no load)  kVAr 
 

Give details of reactive power compensation to be installed 

Wind Turbine Generator transformer 

This is the transformer that connects a Wind Turbine Generator with the internal Wind Farm 
Power Station network. 
 

Rating of Wind Turbine Generator transformer  MVA or kVA 

Wind Turbine Generator transformer voltage 
 

 kV 

Wind Turbine Generator transformer impedance  % on rating MVA base 
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Internal Wind Farm Power Station network and corresponding data 

- Describe how the Wind Farm Power Station’s internal network structure (collector 
network) will be laid out (by means of a single-line diagram or other description of 
connections).  

 The description shall include a breakdown of how the individual Wind Turbine 
Generators are connected together as well as how they are connected back to 
the Wind Farm Power Station substation. 

- Specify different cable or overhead line types and the individual length of each section of circuit. 
 

 Type 1 Type 2 Type 3 

Extending 
Table as 

appropriate 

Total length (m)    
Conductor cross section area per core 

 
   

Conductor type (Al, Cu, etc)    
Type of insulation    

Charging capacitance (micro F/km)    
Charging current (Amp/km)    

Positive sequence resistance (R1:Ohm/km)    
Positive sequence reactance (X1:Ohm/km)    

 

Reactive compensation installed at site 

- Number of inductive devices 
 Indicate for each device the inductive MVAr capability. 

 If the device has more than one stage, please indicate the number of stages and the 
MVAr capability switched in each stage i.e. 0.5 MVAr in 5 steps etc 

- Number of capacitive devices 
 Indicate for each device the Capacitive MVAr capability. 

 If the device has more than one stage, please indicate the number of stages and the 
MVAr capability switched in each stage i.e. 0.5 MVAr in 5 steps etc. 

- Method of voltage/reactive power control applied to each controllable reactive 
compensation device. This information shall be provided in sufficient details (e.g. transfer 
function block dia-grams, control system gain/droop, dead band and hysteresis 
characteristics, tap steps, etc.) to allow EGAT develop the appropriate DIgSILENT 
PowerFactory models. 
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Features to be represented in the dynamic models 

The unencrypted dynamic model must represent the features and phenomena likely to be 
relevant to Angular and Voltage stability. These features include but may not be limited to: 

a) The electrical characteristics of the Generator; 
b) The separate mechanical characteristics of the turbine and the Generator and the drive 

train between them; 
c)  Variation of power co-efficient with pitch angle and tip speed ratio; 
d)  Blade-pitch control; 
e)  Converter controls; 
f)  Reactive compensation; 
g)  Protection relays. 
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c) Battery Energy Storage System (BESS) 

Battery Energy Storage System General Data 

In order to create a valid dynamic model of each BESS, the following data shall be provided: 
A. Battery data 
 - Battery Type:   
  - Battery Manufacturer and Model:   
 - Number of Battery modules:   
  - Number of step-up or pad-mounted transformer:   
 - Number of collector system Substation transformers:   
 - Maximum Power deliver to the System (MW):   
 - Maximum Power consume from the System (MW):   
 - Maximum storage Capacity (MWh):   
 - Target Charge Level Percentage (% of Maximum storage Capacity):   
 - Cut-off Voltage (V):     
 - Maximum continuous discharge current:   
 - Discharge current (C-rate) (The measure rate of battery is discharged current relative to      
       maximum capacity):   
 - Discharge power (E-rate) (The measure rate of battery is discharged power relative to  
       maximum capacity):    
 - Generation technology that commonly use with BESS. (Synchronous Generator, 
      PV Generators, Wind Turbine Generators and etc.) (If any):   
  

B. Dynamic Model and Parameter Data of the PV Power Generating System 

 

Features to be represented in the dynamic models 

The unencrypted dynamic model must represent the features and phenomena likely to be 
relevant to Angular and Voltage stability. These features include but may not be limited to: 

a) The stage of charge of the Energy Storage Unit; 
b) Electrical Characteristic of the Inverter 
c)  Charge control 
d)  Frequency control   
e)  PQ controller model; 
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ขอมูลหมอแปลงและสายสงสําหรับการเช่ือมตอระบบไฟฟา (สําหรับโรงไฟฟาทุกประเภท)   

Transformer General Data 
 Value Unit  Value Unit 

Transformer Name  - MVA Rating  MVA 

Transformer Number  # Rated Voltage (HV)  kV 

Number of winding  2/3 Rated Voltage (LV)  kV 

Vector Group  - Rated Voltage (TV) (for 3 windings)  kV 

 

Transformer Data For Power System Study 
 
Load tap-Changing     
        Tap-Changing Type  On Load Tap  Off Load Tap 
        Load Tap-Change at  High side  Low Side 

 

        Number of tap  Voltage per tap (%)   

        At Tap Number  Maximum Voltage (kV)   

        At Tap Number  Base Voltage (kV)   

        At Tap Number  Minimum Voltage (kV)   

 
Impedance Voltage (%) Max Tap  Rated Tap  Min Tap  Base MVA 

        HV to LV        

        HV to TV (for 3 windings)        

        LV to TV (for 3 windings)        

        

Zero sequence Impedance Voltage (%)      

 
Neutral Grounding     
        Tap-Changing Type  Solid  Unground 
        Grounding Equipment  Have  None 
        Neutral Grounding Type  Resistor  Reactor 
        Connected At  High side  Low Side 

        Size (ohms)     

        Rated Voltage (V)     

        Rated Current     
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Transmission line 
This information must represent all types of Transmission lines which connect between High 
voltage side of transformer or Station and connection point as shown in Map and Diagrams in 
Attachment No.1 
 
Transmission line Number  

The length of the transmission line. (km)  

Base Voltage of transmission line (kV)  

Transmission line Type (Overhead/Underground cable)  

Conductor Type and Size  

Positive Sequence Impedance (R+jX) per Km (or p.u. and MVA base)  

Zero Sequence Impedance (R+jX) per Km (or p.u. and MVA base)  

Positive Sequence Charging Admittance (B) per Km (or p.u. and MVA base)  

Zero Sequence Charging Admittance (B) per Km (or p.u. and MVA base)  

Positive X/R Ratio at Connection Point  

Zero X/R Ratio at Connection Point  

 
Note : In case that there are two or more types of transmission lines, please use this form per type of each 
type of transmission line. 
 
 

 

 

 

 

 

 

 

 
 

 

 

 


